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American Standards Association, Com-
pressed Gas Cylinder Valve Outlet and 
Inlet Connections, B57.1–1965. B57.1–1965 
is incorporated by reference and has 
been approved by the Director of the 
Federal Register in accordance with 5 
U.S.C. 552(a) and 1 CFR part 51. Copies 
may be obtained from American Na-
tional Standards Institute, Inc., 1430 
Broadway, New York, NY Copies may 
be inspected at the NIOSH, Certifi-
cation and Quality Assurance Branch, 
1095 Willowdale Road, Morgantown, WV 
26505–2888, or at the National Archives 
and Records Administration (NARA). 
For information on the availability of 
this material at NARA, call 202–741– 
6030, or go to: http://www.archives.gov/ 
federallregister/ 
codeloflfederallregulations/ 
ibrllocations.html. 

§ 84.82 Gas pressure gages; minimum 
requirements. 

(a) Gas pressure gages employed on 
compressed breathing gas containers 
shall be calibrated in pounds per square 
inch. 

(b) Liquid-level gages shall be cali-
brated in fractions of total container 
capacity, or in units of liquid volume. 

(c) Gas pressure gages other than 
those specified in paragraphs (a) and 
(b) of this section shall be calibrated 
in: 

(1) Pounds per square inch; or 
(2) In fractions of total container ca-

pacity; or 
(3) Both in pounds per square inch 

and fractions of total container capac-
ity. 

(d)(1) Dial-indicating gages shall be 
reliable to within ±5 percent of full 
scale when tested both up and down the 
scale at each of 5 equal intervals. 

(2) The full-scale graduation of dial- 
indicating gages shall not exceed 150 
percent of the maximum rated cylinder 
pressures specified for the container in 
applicable Department of Transpor-
tation specifications or permits. 

(e)(1) Stem-type gages shall be read-
able by sight and by touch and shall 
have a stem travel distance of not less 
than one-fourth inch between each 
graduation. 

(2) A minimum of five graduations 
shall be engraved on the stem of each 
gage and these graduations shall in-

clude readings for empty, one-quarter, 
one-half, three-quarters, and full. 

(3) Stem gage readings shall not vary 
from true readings by more than one- 
sixteenth inch per inch of stem travel. 

(f) The loss of gas through a broken 
gage or severed gage connection shall 
not exceed 70 liters per minute when 
the cylinder pressure is 6,900 kN/m.2 
(1,000 pounds per square inch gage) or 
when the liquid level is at one-half. 

(g) Where gages are connected to the 
apparatus through a gage line, the gage 
and line shall be capable of being iso-
lated from the apparatus except where 
the failure of the gage or line would 
not impair the performance or service 
life of the apparatus. 

(h) Oxygen pressure gages shall have 
the words ‘‘Oxygen’’ and ‘‘Use No Oil’’ 
marked prominently on the gage. 

(i)(1) Apparatus using compressed 
breathing gas, except apparatus classi-
fied for escape only, shall be equipped 
with gages visible to the wearer which 
indicate the remaining gas content in 
the container. 

(2) Apparatus using liquefied breath-
ing gas, except apparatus classified for 
escape only, shall be equipped with 
gages visible to the wearer which indi-
cate the remaining liquid content in 
the container; however, where the liq-
uid content cannot be rapidly vented, 
and the service time of the device be-
gins immediately after filling, a timer 
shall be provided in place of a visible 
gage. 

§ 84.83 Timers; elapsed time indica-
tors; remaining service life indica-
tors; minimum requirements. 

(a) Elapsed time indicators shall be 
provided for apparatus with a chemical 
oxygen source, except: 

(1) Apparatus used for escape only; or 
(2) Liquefied breathing gas apparatus 

equipped with gages visible to the 
wearer which indicate the remaining 
liquid content in the container. 

(b) The timer or other indicator shall 
be accurately calibrated in minutes of 
remaining service life. 

(c) Timers shall be readable by sight 
and by touch during use by the wearer. 

(d) Timers shall be equipped with 
automatically preset alarms which will 
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